
Highest quality GRP cladding sheets for
the bodywork industry
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The Ma�n Advantages of Fr�goser  Sheets®

H�gh mechan�cal strength, part�cularly aga�nst �mpacts
Flex�ble and eas�ly comb�ned w�th �nsulat�on mater�als
Corros�on and chem�cal res�stant
Easy appl�cat�on because of  �ts low we�ght
Panels could be del�vered w�th a protect�ve temporary film on
the external s�de
Thermal res�stance (Low heat transfer coeffic�ent)
Easy to clean : does not support mould, m�ldew or fung�
Seamless hyg�en�c fin�sh
Low cost �nstallat�on
Excellent weather�ng propert�es

Appl�cat�on Areas
Trucks w�th dry and refr�gerated boxes
Buses, commerc�al veh�cles, vans, tra�lers
Caravans and recreat�onal veh�cles
Sport veh�cles 
Med�cal and hyg�ene sector, ambulances

®

GRP SHEETS FOR THE BODYWORK INDUSTRY

Fr�goser® sheets have w�de range of  fiberglass re�nforced polyester products that have d�fferent fin�shes and gelcoat 
protect�on spec�ally made to meet the bodywork �ndustry requ�rements.

Fr�goser  sheets are character�zed
by the�r h�gh san�tary qual�ty
They have a concentrat�on of  res�dual styrene lower than 0,06%

They do not conta�n any heavy metal �n h�gher concentrat�on 
than the allowed l�m�t.
They are the best opt�on to cover surfaces that could be
suscept�ble of  bacter�al contam�nat�on because fung� 
and bacter�a adhes�on �s very l�m�ted

Fr�goser® �s a trademark of  Polser FRP Panels Inc. It �s a h�gh performance GRP sheet for the dry and refr�gerated 
truck boxes and bod�es, as well as many other appl�cat�ons; vans, coaches, caravans, ambulances, etc.
Fr�goser sheets when requested can be produced w�th woven rov�ng to �ncrease the mechan�cal strength.
Fr�goser JUV sheets are produced only w�th h�gh qual�ty UV stab�l�zed ISO NPG gelcoats to ensure h�gh res�stance -
to UV and env�ronmental weather�ng.
Fr�goser sheets can be produced w�th surface ve�l to �ncrease the weather�ng res�stance.
Fr�goser  sheets are produced us�ng a cont�nuous process wh�ch compl�es w�th �nternat�onal standards.

HIGH GLOSS, SUPER GLOSS & MATT
L�ght we�ght
H�gh corros�on res�stance

Gelcoated surface w�th “Super�or Glossy” f�n�sh
Gelcoated surface w�th “Super�or Matte” f�n�sh
ATP approved safe for food contact
F�lm grooved, smooth, open f�bers bond�ng s�de opt�ons

Excellent weather�ng character�st�cs

Gelcoated surface w�th “H�gh Glossy” f�n�sh

Easy to repa�r

Sheet length up to 60 m
Ava�lable for buses, commerc�al veh�cles, caravans

Chopped Strand Mat w�th Woven Rov�ng
or Chopped Strand Mat opt�ons

recreat�onal and motorhomes
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Th�ckness : 0,6 mm  - 12,7 mm  
W�dth : 1200 mm - 3250 mm 
Length for Sheets : Max. 12 meter 
Length for Rolls : 60 m - 300 m (depend�ng on the th�ckness) 
Surface : Sem�Gloss – H�gh Gloss – Super Gloss Matte   

Appl�cat�on : For all surfaces, wet or dry 
Colour : Products could be manufactured �n all RAL colors,

Heat Res�stance : -40°C + 120°C 
Hyg�ene Property : After d�s�nfect�on, no bacter�a growth  
Self-Ign�t�on Temperature 
Flame Retardant Property  
H�gh Temperature
and Chem�cal Res�stance

: Good (Please contact our sales department for
  spec�fic res�stance requ�rements.) 
: Res�stant aga�nst general corros�on 

Ava�lable F�re Retardancy
Classes   Part 7 Class1 / DIN 4102 B2

Propert�es STD HYG FR

Def�n�t�on   Standard Hyg�en�c Flame Retardant

Res�n type Spec�al Flat Sheet Res�n Flame Retardant Res�n 

SURFACE FINISH TYPES

REINFORCEMENT TYPES OPTIONS FOR BACK SURFACE 

: TS EN 13501-1 / Class E 

Corros�on Res�stance

: >  480°C 

: TS EN 13501-1 C S3 d0 / TS EN 13501-1 B S3 d0 ASTM E 84 FS ≤ 25 / BS 476 Part 6 Class 0 BS 476 

  natural transparent, opal wh�te and ta�lor made colors  

  Embossed – Ant� Sl�p   
Reverse S�de  : Corona or Sanded 

FRIGOSER® PRODUCT ALTERNATIVES

Re�nforcement Referance Explanat�on

FT Chopped Rov�ng

CS Chopped Strand Mat

WR Woven Rov�ng

Surface Referance

ST Standart - untreated
CR Corona treatment
MATT Matt surface
ZM Rough
WP Wet peel�ng

Explanat�on

Surface Referance Explanat�on

ST Standart - No protect�ve surface coat�ng
EMB Cracked �ce embossed surface (�ncreases scratch res�stance and makes �t eas�er to clean)
MATT Matt (non glossy) surface
JUV Gel coat - smooth and glossy surface

HG H�gh Gloss surface produced on mach�ne by cont�nuous lam�nat�on process
YT  Surface ve�l
MUV PET f�lm-coated surface (prov�des res�stance to env�ronmental weather�ng)
MXUV UV res�stant extra PET f�lm (prov�des except�onal res�stance to env�ronmental weather�ng and yellow�ng)
KF Surface protect�on f�lm (prov�des protect�on aga�nst scratches dur�ng handl�ng and transportat�on)
PF Product�on tack f�lm to be left on the upper surface as a protect�on f�lm, �t prov�des protect�on aga�nst

scratches dur�ng handl�ng and transportat�on as protect�on f�lm does

Embossed surface patterns Cracked �ce  / Honeycomb  / Wood gra�n 

SG Super Gloss surface produced on table d�scont�nuously



Ant� sl�p
FRP w�th ant� sl�p-coat�ng
Fr�goser GRP ant�-sl�p floor�ng panels and  treads, prov�de a qu�ck, safe, effect�ve solut�on to sl�ppery pedestr�an
and veh�cle traffic areas where sl�ps and falls are potent�al hazard.
F�berglass product wh�ch comb�nes the good mechan�cal strengths and durab�l�ty of  fiber-re�nforced mater�als w�th  
an ant� sl�p coat�ng. Due to the un�que cont�nuous product�on process the coat�ng �s appl�ed very constantly 
and shows a very regular d�str�but�on and excellent adhes�on.

Fr�goser®  Ant� Sl�p �s ava�lable
In th�cknesses of  1.5 mm. - 2.4 mm (qual�ty: standard)
and �n w�dth up to 3.20 m.

In sheets or co�ls 
W�th var�ous grades of  ant� sl�p effect
Colors: black (s�m�lar RAL 9005), grey shades
(s�m�lar RAL 7043, RAL 7040 or RAL 7001)

Other th�cknesses, colors and d�mens�ons on request
Opt�onal �n the vers�on PES (based on polyester res�n)

Spec�f�c advantages
Good strength and durab�l�ty
Adjustable ant� sl�p - effect
(Class�ficat�on R10 up to R13 accord�ng to DIN 51130)

H�gh qual�ty cont�nuous manufactur�ng process
H�gh values �nd�cat�ng good sl�p res�stant.
(Pendulum test appl�ed dry and and wet)
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Ant� sl�p
Appl�cat�on
Truck floor�ng
Load�ng ramps
Toy haulers
Rear garages �n the caravan �ndustry
Sl�p res�stance as cla�med �n complete bottom surface

Fr�goser®  Ant� Sl�p
Techn�cal Spec�f�cat�ons

Propert�es

Th�ckness

We�ght

Glass Content

Tens�le Strength

Tens�le e-modulus

Flexural Strength

Flexural e-modulus

Ant� Sl�p Grade

Pendulum Test value PTV Dry/Wet

Thermal Co-Eff�c�ent of Expans�on

Thermal Conduct�v�ty

F�re res�stance

�nternal

�nternal

�nternal

EN ISO 527-4

EN ISO 527-4

EN ISO 14125

EN ISO 14125

DIN 51130

EN 13036-4

�nternal

DIN 51046

EN 13501-1

mm

g /m²

%

MPA

MPA

MPA

MPA

class

PTV

�nternal

w / mK

class

2,1

2500 ± %10

22

75

5550

80

3100

R13

85 / 80

± %10

22 - 25

≥70

≥5000

≥75

≥3000

≥80

30 x 10 -ˆ (-6) / ˚C

0,28

E,S3,d0

Method Un�t Value Tolerance



JUV ST YT CS *

   YT - Surface Ve�l
  CS - Chopped Strand Mat

Turk�sh Standarts Inst�tute
Qual�ty Cert�f�cate TS-EN 1013

w w w . p o l s e r . c o m

TUV SUD
HACCP

76603RT oN 76603RT oN
Qual�ty SystemsQual�ty Systems

POLSER IS A COMPANY OF CINAR GROUP

10006 Sokak No: 56  35620 Atatürk Organ�ze Sanay� Bölges� 
C�gl� / IZMIR - TURKIYE 
Tel.: +90.232. 376 88 22 (pbx)  Fax: +90.232. 376 70 58
www. polser.com - e-ma�l: �nfo@polser.com

F�re Res�stance
Cert�f�cat�on
E - 84 FS<25

F�re Res�stance Cert�f�cat�on
DIN 4102:B2

Impact Res�stance Cert�f�cat�on
ACR(M) 001-200 Class B

1.3 ± 5% ≥25% 465 ±%10
1.5 ± 5% ≥25% 500 ±%10
1.8 ± 5% ≥25% 600 ±%10
2.0 ± 5% ≥25% 675 ±%10

All RAL Colors,
or Natural

Transparent

1860 ±%10

Product
We�ght (g/m2)

2000 ±%10
2400 ±%10
2700 ±%10

TOLERANCES

TECHNICAL SPECIFICATIONS

Flexural strength  ASTM D790 160 165 170 150
Flexural modulus  ASTM D790 5000 5500
Tens�le strength  ASTM D638 75 80 85 70
Tens�le modulus  ASTM D638 5000 5500 6000 5000
Elongat�on  ASTM D638 1.5 1.5 1.5 1.5
Impact res�stance  ASTM D256

Thermal L�near
Expans�on Coeff�c�ent

Barcol Hardness  ASTM D2583 45 45 45 45
Thermal Conduct�v�ty (''K'') 0.21 0.21 0.21
Water Absorpt�on  ASTM D570 % 0.3 0.3 0.3
Dens�ty  ASTM D792

For Walls For RoofTest Standard

30 - 5040 - 6040 - 6030 - 50KJ/m2

 Mpa
 Mpa
 Mpa
 Mpa

%

cm/cm°C 2.7 x 10-5 2.7 x 10-5 2.7 x 10-5 2.7 x 10-5

Barcol
W/m² K 0.21 ASTM D177

g/cm³ 1.4 - 1.5 1.4 - 1.5 1.4 - 1.5 1.4 - 1.5

1,5 mm 1,8 mm 2,0 mm 1,3 mmUn�t 

ASTM D696

0.3 

4500 4000 

Nom�nal
Th�ckness (mm)Type Th�ckness

Tolerance
F�berglass

Content (%)
F�berglass

Content (g/m2) Colour

Cert�f�cates

FRIGOSER ® GRP SHEETS FOR THE BODYWORK INDUSTRY

CONSULTANCY   TESTING • 
F�re Res�stance Cert�f�cat�on
BS 476-7  Class 3 SAB3
Class 1 SAA

F�re Res�stance Cert�f�cat�on
No RA01-153 : M 2


